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Features 



• IEEE 1 394A and 1 394-1 395 compliant 

• Type II Cardbus™ compliant 

• 1 00, 200, or 400 Mbps data transfer rate 

• Two self contained 6 pin IEEE 1 394 connectors for powered devices 

• OHCI Version 1 .0 compliant 

• Sony i.LINK™ compliant 

• Compatible with most DV/miniDV Camcorders and other 1 394 peripherals 

• One year limited warranty (repair or replace) 

• FCC, CE, VCCI certified 

• Ergonomic design - no dongle required 

• 32 Bus Mastering data transfer 

• Windows 98 and 2000 "Plug-and-Play" 

Total Capture - Video Capture Application Program 

• Allows full speed video capture at 720 x 480 from a DV source. Files are recorded in *.avi 
format 

• Allows still picture capture at 720 x 480 from a DV source in *.bmp format. For moving 
subjects, better results may be obtained at 720 x 420 

• Easy to use Graphical Interface looks like VCR front panel 

• Includes frame by frame review and fast forward scan modes 

• Includes user to set "start" and "end" edit points within video clips 

• Total Capture™ *.avi files can be played at full screen resolution in Windows™ Media 
Player™ 

• Works in Windows 98 SE and 2000 Operating Systems 

System Requirements 

• Notebook PC with Windows 98 or 2000 Operating System 

• Available Type II Cardbus PC Card slot 

• Processor: 166 MHz or higher is recommended 

• Memory: 32 MB or higher is recommended 



Installation under Windows 98 and Windows 98 SE 



Special Note Before Installation: 

1 ) Ensure that the notebook's PCMCIA controllers are CardBus™ supported. 

2) Ensure to have the Windows 98 or Windows 98 SE CD-ROM disc inside the drive. 

STEP #1 : Install the card and drivers 

0 Simply insert the 1 394-to-Go™ Card into a Cardbus slot. Recommend to use the TOP slot if two 
PC cards are inserted. 



0 Follow the on-screen instructions. NOTE: The drivers for the 1 394-to-Go card are part of Windows 
98SE and Windows 2000. 

0 Confirm that the 1 394 device is properly installed by checking the Device Manager (see Figure 
below). 
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Figure - PC Card displays under 1394 Bus Controller 



STEP #2: Install your Digital Video (DV) camcorder drivers ( Windows 98-SE ONLY) 
0 Plug in your DV camcorder through the supplied cable. 

0 Follow the on-screen instructions. NOTE: The drivers for the DV camcorder are part of Windows 
98SE and Windows 2000. 



0 Confirm that the DV camcorder is properly installed by checking the Device Manager (see Figure 
below). 
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Figure - DV camcorder displays under Imaging Device 



STEP #3: Install the MARGI Total Capture Application 

0 Insert the Total Capture Driver CD-ROM disc into the drive, run the SETUP.EXE 
0 Follow the on-screen instructions to complete the installation 



Total Capture Application 

1. After installing the 1394-to-Go™ drivers, choose Programs - Margi Total Capture from the 
Start menu. 

2. Choose Total Capture to launch the Video Capture application (see Figure below) 
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Figure - MARGFs Total Capture Application 



Understanding the Playback Buttons 



Select either "Video" or "Still Frame" icon on the left side of the panel and click the 
RECORD button to start the capture. Click on the RECORD button again to stop. 



BEGIN will take you back to the beginning of the capture video while playing back. 

REWIND your DV tape or the playback clip. 

PLAY your DV tape playback. 

FAST FORWARD your DV tape or the playback clip. 

PAUSE your DV tape or the playback clip. 

STOP your DV tape or the playback clip. 
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How to Use the Total Capture Options 

From the Total Capture panel, click the OPTIONS button to get into the Total Capture Options 
menu. 



General 

• Capture sources : Select other capture sources if there are more than one video capture 
devices or audio devices. 

• When Record is pressed start capturing... : Select "...after a confirmation dialog" if would 
like to be prompted before starting the capture process. 

• GUI (Graphic User Interface) -- Control Panel : Select either the Total Capture panel (GUI) 
or the Video window to be always "on-top". 

• Video Source : Select S-Vide, Composite or TV Tuner for video input. 



Capture Format 

• Video : Display of the current setting of the VIDEO format for capture. 

• Audio : Display of the current setting of the AUDIO format for capture. 

• Driver Properties : 

1 . "Video Capture Filer..." : Adjust the color controls (Brightness, Contrast, Hue and 
Saturation). 

2. "Video Capture Pin..." : Select the desired file format and capture dimension. 

3. "CrossBar..." : Video the type of INPUT (TV tuner, Video Composite, Video S-Video) or 
OUTPUT (Video, Audio). 

4. "TV Tuner..." : To bring up a more detailed TV Remote Control. 



Video File 

• Default Folder : Click "Change..." to set other folder for the default location to store capture 
video. 

• Pre-al locate file space : Allocate the amount of disk space that is set aside for the capture 
file. 

• Limit file size : Select the file size limitation either with TIME (in seconds) or SIZE (in MB). 



Still Frame File 

• Default Folder : Click "Change..." to set other folder for the default location to store capture 
still image. 

• Auto save frame sequence : Set multiple frames to be captured by setting the root filename 
and the ending number. 



Advanced 

• Capture : Set the maximum drop rate during the capturing process. "0" is the default setting. 

• Conflicts : Select to DISABLE the following options: 

1 . Suspend/resume request 

2. Screen saver. 

3. Energy saved mode. 



Procedure to capture a Video clip 

1 . After launching the Total Capture application and get "live" video and audio, select to highlight the 
"Camcorder" icon on the left hand side of the panel. 

2. Click on the PLAY button to start the video from your DV camcorder. 

3. Click on the RECORD button to start capturing the video clip. 

4. Click on the RECORD button again to stop the capturing process. 

5. From the Video Window, select "Videol" tab to playback the capture video. 

6. Click the "Save" button to save into a file (*.AVI) 



Procedure to capture a Still Frame 

1 . After launching the Total Capture application and get "live" video and audio, select to highlight the 
"Camera" icon on the left hand side of the panel. 

2. Click on the PLAY button to start the video from your DV camcorder. 

3. Click on the RECORD button to capture a still image. 

4. From the Video Window, select "Frame 1" tab to view the capture still image. 

5. Click the "Save" button to save into a file (*.BMP). 



How to Use the TV Remote Control 

• Channel Select : Click on the desired numbers to manually enter the channel. 

• Country : Select the nearest country for local reception of either NTSC or PAL. 

• Scan Good Channels : Click "Scan Now" button to automatically scan local channels for viewing. 



NOTE : For Advanced Setting, please open the TV Tuner Properties from the Total Capture 
Options. . .Capture Format. . .TV Tuner under Driver Properties. 



Uninstalling the 1394-to-Go and Total Capture Drivers 



The instructions are for the removal of the Total Capture™ driver. 

1 . Start Windows normally. 

2. Assure that your 1394-to-Go™ PC card is still inserted. 

3 . Click START : SETTINGS : CONTROL PANEL. 

4. Double click on the "Add/Remove Programs" icon. 

5. From the list of software titles, choose "MARGI Systems Total Capture", then click on Add/Remove.... 

6. Follow the onscreen instructions for removal of the drivers. 

The instructions are for the removal of the 1394-to-Go™ device driver. 

1 . Start Windows normally. 

2. Click START : SETTINGS : CONTROL PANEL. 

3. Double click on the "System" icon to go into the System Properties. 

4. Select "Device Manager" tab and expand "1394 Bus Controller" 

7. choose "NEC Firewarden OHCI Compliant IEEE 1394 Host Controller", then click on Remove. 

8. Remove the 1394-to-Go™ PC card and restart the system for the change to take place. 



Appendix A: Product Specifications 



Product Characteristics 

• High Performance video resolution at 720 x 480 

• Low Power Dissipation: 500m Watts 

• Low CPU Usage 



Hardware Specifications 

• Type II PCMCIA card compatible with the CardBus Standard 

• DV (Digital Video) input through IEEE 1394 port 

• NTSC or PAL video input 

• Supports 100, 200, 400 Mbps 



Software Specifications 

• Hot Plug & Play Interface with Windows 98, 98-SE and 2000 

• WDM driver for Windows 98, 98-SE and 2000 

• Total Capture Navigator 



Normal Operating Specifications 

• Typical Operation Power dissipation: 500m Watts (max.) 

• Operating Voltage: 3.3 Volts 

• Operating Temperature Range: 5 °C - 30°C 

• Operating Relative Humidity Range: 30% ~ 80% 



Appendix B: Troubleshooting 



Frequently Asked Questions 



Q. Where do I get the latest information on this driver? 

A. The README.DOC file contain the latest information, please consult their contents often. 
Q. How do I uninstall the Capture WDM driver? 

A. Refer to the "Uninstalling the 1 394-to-Go and Total Capture Drivers" for instructions on how to 
uninstall the 1394-to-Go6 PC card and the MARGI Total Capture application. 

Q. Where do I get the latest information on this driver? 

A. The README.DOC file contain the latest information, please consult their contents often. 

Q. How can I find out which version of Windows 98 currently installed in my system? 

A. From the Control Panel, double click on "System". 
Version 4.10.1998 — > Windows 98 
Version 4.10.2222 A (Second Edition) — > Windows 98-SE 

Q. Where do I get the latest information on this driver? 

A. The README.DOC file contain the latest information, please consult their contents often. 
Q. Where do I get the latest information on this driver? 

A. The README.DOC file contain the latest information, please consult their contents often. 



Error Message Text and Solutions 

If you encounter any error messages that are not included in this User's Guide, please write down the 
details of the message and contact technical support. 



• "Cannot build filter graph." 

Solution — Ensure to obtain the latest Microsoft DirectX and DirectX Media drivers directly 
from Microsoft web site www.Microsoft.com/directx 

• "No Video Capture Driver." 

Solution — There is a conflict between the "Beta" WDM driver and the OLD capture driver 
(version 1.18). Ensure fully uninstall the OLD capture driver (version 1.18) and extract the 
"Beta" WDM driver into an empty folder / directory, other than C:\Windows\Temp. 

• "There is no video capture driver." 

Solution — Ensure that the DV Camcorder is ON and all connections are made with the 139- 
to-Go6 PC card. 



Customer Service and Support Contact Information 



Before filling out the Technical Support For m below, please try to resolve the problem by 
using the help guide or log into our web site f http://www.margi.com1 ■ Also, check the 
"Readme.doc" file for information that has changed since the Help file was created. 

Two Ways to contact the MARGI Customer Service and Support: 

1 . Fill out the MARGI's Online Suppor t Form by logging into 

( http://www.mar.gi. com/supportform.html^ 



2. Fill out the "Technical Support Form" below prior contacting us 
Tel: (510) 657-4435 
Fax: (510) 657-4430 



Contact Information 


Name 




Company 




Address 




City, State & Zip Code 




Country 




Telephone 




Fax 




E-mail 






Product Information 


Type of PCMCIA Card 


( ) 1 394-To-Go™ ( ) Capture-To-Go™ 


Serial # 




Driver Version 




Purchased Date 




Purchased From 






Notebook / Laptop 


Brand 




Model 




Operating System 




Video (VGA) Adapter 




— driver version 




Audio Controller 




— driver version 




PCMCIA Socket Controller 






Problem Description 





Glossary of Terms 



• Card and Socket Services - A set of software interfaces that automatically detect insertion and 
removal on PCMCIA cards and allocates the appropriate computer resources. 

• IEEE 1394 - Also known as FireWire, for high-speed serial devices such as digital video and digital 
audio editing equipment. Its scalability defines 100, 200, and 400 Mbps devices and can support 
the multiple speeds on a single bus. IEEE 1394 is a peer-to-peer interface. 

• CardBus - A faster, 32-bit bus version of the PCMCIA standard (older PC Cards are only 16-bit). It 
supports speeds up to 33 Mhz, and it has some other cool features like bus mastering. Its higher 
data rates are ideal for uses like fast Ethernet or, say, FireWire PC Cards. It is important to 
recognize that older, non CardBus cards do work in CardBus slots. It simply gives you the option to 
use faster cards. 

• PCMCIA - Personal Computer Memory Card International Association - This is the organization 
responsible setting the standards followed by any card that bears this name. These standards 
describe things like physical characteristics and electrical specifications. 

• DV (Digital Video) - DV produces full-size, full-motion video of 720 x 480 pixels at 30 frames person 
second. The digital format provides a perfect copy of the original video, with no dropped frames. 

• Hot Plug-and-Play - Devices can be added and removed while the bus is active. 



